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Dear Partner, 

Each section shows standard branding 

items including interior & exterior signage 

and navigation systems.

In case of queries, please contact your 

district manager or get in touch with the 

marketing team directly at

communications.emea@doosan.com

MINIMUM BRANDING REQUIREMENTS

PRINCIPLES OF LOGO USAGE OFFICIAL BOBCAT COLORS

APPLICATION OF EXTERIOR BRANDING ELEMENTS

APPLICATION OF PRODUCT LINES BRANDING

EXTERIOR AND INTERIOR BRANDING ELEMENTS

ITEMS SUITABLE FOR EVENTS

STEP-BY-STEP BRANDING PROCESS

ONLINE ORDERING PROCESS

*  Construction equipment dealer: Dealership type who sells loaders, excavators, telehandlers, light compaction etc. 
**  Product line dealer: dealership type who sells Material handling (forklifts, warehouse equipment etc.), Ground maintenance (compact tractors, 

mowers, turf equipment etc), and Portable power (air compressors, generators, light towers etc.) product bundles.

MINIMUM BRANDING 
REQUIREMENTS
To ensure consistent and recognizable brand presence across all dealerships, facility branding is defi ned through two mandatory levels of 
visibility. Every dealership must be clearly identifi able as a Bobcat dealer from the outside. Dealers must fulfi ll both Level A (higher level 
visibility – visible from road/ out of the dealership) and Level B (lower level visibility – visible upon entry). 

FACILITY BRANDING 
LEVEL A – HIGHER LEVEL 
VISIBILITY 

Ensures visibility from distance. Each dealer 

must implement at least one high-visibility 

branding element: 

Primary requirement  
• Building logo (installed on the main 

building façade)

Accepted options include 
• LED box

• Flex Face Sign

• 3D logo

• panel (an aluminium-PVC-aluminium 

sandwich panel).

Minimum size – 2 × 0.75 m 

Optimal size – 4 × 1.5 m  

Exceptions  
• Building is historically protected  

• Building branding is legally restricted  

• Building structure does not allow 

installation  

If any exception applies  
• A fl ag or totem becomes mandatory as an 

alternative high-visibility element.  

Additional rule  
• If other brands are displayed on the 

building, the Bobcat brand must also be 

present  

FACILITY BRANDING
LEVEL B – LOWER LEVEL 
VISIBILITY 

Ensures visibility at close range / site entry. 

Each dealer must implement at least one 

lower level-visibility branding element: 

Accepted options include  
• Fence banner  

• Navigation system  

• Other visible exterior branding element 

(approved)  

The element must be 
• Clearly visible to visitors/customers on-

site. 

• Positioned at entrance, perimeter, or high-

traffi c area

MINIMUM BRANDING 
REQUIREMENTS FOR DEALER 
WEBSITES 

These requirements defi ne the minimum 

acceptable standard for dealer websites. 

1. Brand Presence on Homepage 

Requirement 
The homepage must include a visible 

reference to Bobcat, in at least one of the 

following forms:  

• Full logo 

• Machine image  

Minimum standard 
• The brand should be recognizable without 

navigating to subpages 

Not acceptable 
• No mention of Bobcat on the homepage  

2. Machine Information 

Requirement 
• The website must include Bobcat machine 

offering  

Not acceptable 
• No indication of which machines the 

dealer offers 

MINIMUM BRANDING 
REQUIREMENTS
To ensure consistent and recognizable brand presence across all dealerships, facility branding is defi ned through 

visibility
visibility – visible from road/ out of the dealership)

FACILITY BRANDING 
LEVEL A – HIGHER LEVEL 
VISIBILITY 

Ensures visibility from distance. Each dealer 

must implement at least one high-visibility 

branding element: 

Primary requirement  
• Building logo (installed on the main 

building façade)

Accepted options include 
• LED box

• Flex Face Sign

• 3D logo

• panel (an aluminium-PVC-aluminium 

sandwich panel).

Minimum size – 2 × 0.75 m 

Optimal size – 4 × 1.5 m  

Exceptions  
• Building is historically protected  

• Building branding is legally restricted  

• Building structure does not allow 

installation  

If any exception applies  
• A fl ag or totem becomes mandatory as an 

alternative high-visibility element.  

Additional rule  
• If other brands are displayed on the 

building, the Bobcat brand must also be 

present  
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PRINCIPLES OF LOGO USAGE

PRODUCT LINE LOGOS

For those who only sell the product lines mentioned below. For detailed instructions on how to properly combine multiple product logos when 

branding a dealership, visit www.bobcat-signage.com

OFFICIAL BOBCAT COLORS

PRINCIPLES OF LOGO USAGE
PRIMARY BOBCAT LOGO

The combination of the white logo on an orange background is the brand’s standard design. In justifi ed cases, a black version of the logo on a 

white background may also be used. The logo’s clearance zone—the area that must remain free of any other graphic elements—must always be 

respected. 

This version is intended for those who sell either Bobcat Construction Equipment (i.e. Loaders, Excavators, Telehandlers, Light Compaction) or 

those who sell more than two product lines.

BLACK VERSION OF BOBCAT LOGO

In certain cases, a black-and-white version of the Bobcat logo may also be used. If you have any questions, please feel free to consult our 

partners at Graphic House regarding the appropriateness of using this version.

OFFICIAL BOBCAT COLORS

SECONDARY COLORS
The secondary colors shown are 

complementary colors and should be 

used sparingly.

PRIMARY COLORS
Bobcat primary colors are intended 

for products, signage, packaging and 

communication materials.

BOBCAT ORANGE
Pantone: 179C

CMYK: C0 / M90 / Y100 / K0

BLACK
Pantone: –

CMYK: C30 / M0 / Y0 / K100

WHITE
Pantone: –

CMYK: C0 / M0 / Y0 / K0

TAN
Pantone: 7528C

CMYK: C0 / M3 / Y10 / K10

CHARCOAL
Pantone: 432C

CMYK: C79 / M64 / Y52 / K43

GULL WING GRAY
Pantone: 429C

CMYK: C39 / M27 / Y26 / K5

UNACCEPTABLE LOGO USAGE
The Bobcat or individual product line logos may not be altered in any way graphically, added to, changed in color or reduced in the minimum protection 

zone (the size of the background area around the product line itself consisting of the Bobcat logo and the relevant sub-title).

Never extend / stretch / narrow down the product 
line name

Do not violate the minimum clear space zone

Any alteration to the logo’s color scheme is strictly prohibited!

The basic version of the logo, including its design

The basic version of the logo, including its design, BW version

Standalone use of the Bobcat head

Standalone use of the Bobcat head, BW version

A Bobcat head used on its own must not be repainted 
in any way!

Using the word “Bobcat” on its own without the 
Bobcat 

head is also prohibited!

OFFICIAL BOBCAT COLORS

SECONDARY COLORS
The secondary colors shown are 

complementary colors and should be 

used sparingly.

PRIMARY COLORS
Bobcat primary colors are intended 

for products, signage, packaging and 

communication materials.

UNACCEPTABLE LOGO USAGE
The Bobcat or individual product line logos may not be altered in any way graphically, added to, changed in color or reduced in the minimum protection 

zone (the size of the background area around the product line itself consisting of the Bobcat logo and the relevant sub-title).

Do not violate the minimum clear space zone

Any alteration to the logo’s color scheme is strictly prohibited!
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EXTERIOR BRANDING ELEMENTSEXTERIOR BRANDING ELEMENTS

APPLICATION OF EXTERIOR 
BRANDING ELEMENTS

B1

B2

C1

C2

C3

B3

A1

A3

A2

LIST OF MANDATORY BRANDING ELEMENTS
To ensure proper signage at the dealership, at least one of the mandatory brand elements listed below must be displayed at both levels A and B.

List of mandatory elements level A

A1. Bobcat building logo

A2. Bobcat fl ag

A3. Totem

List of mandatory elements level B

B1. Bobcat banner

B2. Bobcat directional sign

B3. Bobcat entrance sign

Recommended elements

C1. Mesh banner

C2. Service VAN with Bobcat branding

C3. department signs

EXAMPLE OF FACILTY BRANDING

VISIBILITY LEVELS
To clearly identify the building or complex, the branding must cover both levels A and B, as defi ned in the diagram below.

Le
ve

l A
Le

ve
l B

B2

VISIBILITY LEVELS
To clearly identify the building or complex, the branding must cover both levels A and B, as defi ned in the diagram below.

Le
ve

l A
Le

ve
l B
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Recommended branding elements for inclusion in the workshop or warehouse areas, as well as for branding of service vans.

INTERIOR BRANDING

V1. Service Fleet VehicleW1. Bobcat Brand Panel

W2. Workshop posters

WORKSHOP AND FLEET BRANDING

This example shows recommended signage for dealership interiors (showroom and sales areas).

I6. Gondola system

I7. Glass display case

I8. Leafl et holder

I9. Wallpaper

I1. Reception desk mural

I2. Department sign

I3. Product poster

I4. Product information stand

I5. Roll-up banner

INTERIOR, WORKSHOP & OTHER BRANDING ITEMSINTERIOR, WORKSHOP & FLEET BRANDING

All branding elements are grouped according to the areas where they are normally used.

INTERIOR, WORKSHOP 
& FLEET BRANDING 

I7
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EXTERIOR BRANDING APPLICATIONS

EXTERIOR BRANDING ELEMENTS

Building logo opt. A – dibond panel
Bobcat or dealership logo printed on a polymeric laminated sticker on a 3 mm thick debond panel as 
an economical solution for branding of your dealership buildings. It is characterized by color fastness 
and overall durability. Its easy installation and light weight place virtually no strain on the load-bearing 
capacity of walls. It can be illuminated using LED spotlights.

AVAILABLE DIMENSIONS

A: 80 × 200 cm, B: 150 × 400 cm, C: custom dimensions

Building logo opt. C – LED box
The illuminated LED box ensures perfect brand visibility 24 hours a day. Its sturdy yet lightweight 
aluminum construction, combined with a unique removable front frame featuring pre-applied vinyl, 
allows for easy DIY installation. The LED box is equipped with a high-quality transformer and LED 
bulbs. The front graphic can be replaced as needed.

AVAILABLE DIMENSIONS

A: 80 × 200 cm, B: 150 × 400 cm, C: custom dimensions

Building logo opt. B – FFS
An exterior Bobcat or dealership logo for 
the main building. Made of translucent foil 
on an illumination (LED) box and available in 
various sizes.

AVAILABLE DIMENSIONS

A: 150 × 400 cm, B: custom dimensions

Building logo opt. D – 3D
An exterior 3D Bobcat logo in various sizes 
with optional illumination. The logo consists 
of individual components that are mounted 
separately or on a rail, depending on size of logo.

AVAILABLE DIMENSIONS

Minimum size: 200 × 55 × 10 cm

Important info
All of the brand elements shown are also available 

for product lines, i.e., for the Bobcat Material 
Handling, Bobcat Ground Maintenance, 

and Bobcat Portable Power logos. Similarly, 

individual elements can feature a dealer logo or 

other designs according to your needs.

For more information scan the QR code:

Branded fl ags
The fl ags are made from the most durable 
material available, 160 g/m² polyester, designed 
to withstand the harshest weather conditions. 
They are available in two styles: a fl ag with a 
tunnel for a pole or a free-hanging fl ag. 

AVAILABLE DIMENSIONS

A: 80 × 200 cm, B: 100 × 300 cm, C: 150 × 400 cm, 

D: custom dimensions

Bantex/mesh banner
Banners are a cost-effective option for 
dealership signage on various surfaces and 
in various positions. Depending on the fi nal 
mounting location the material can be either 
mesh or bantex banner.

AVAILABLE DIMENSIONS

A: 80 × 200 cm, B: 150 × 400 cm, C: custom 

dimensions

Non-illuminated pylon
The pylon is clad with corrosion-resistant 
sandwich panels. Its unique aluminum structure 
allows for easy DIY installation. The pylon’s 
structure has undergone mechanical stress 
testing and is statically certifi ed. The pylon can 
also be used as a directional sign. 

AVAILABLE DIMENSIONS

A: 100 × 300 × 18,5 cm, B: 100 × 400 × 18,5 cm

Illuminated pylon
The pylon is clad with corrosion-resistant 
sandwich panels. Its unique aluminum structure 
allows for easy DIY installation. The pylon’s 
structure has undergone mechanical stress 
testing and is statically certifi ed. 

AVAILABLE DIMENSIONS

A: 100 × 300 × 18,5 cm, B: 100 × 400 × 18,5 cm

Entrance sign
Wall-mounted panels (debond board) serving as 
department sign.

AVAILABLE DIMENSIONS

A: 120 × 30 cm, B: custom dimensions

Please direct any questions 
regarding the Boost program to: 
nikol.jaterkova@doosan.com 

Level A

Level A

Level A

Level A

Level A Level A Level A

Level B Level B

FIND THESE EXTERIOR BRANDING ELEMENTS ONLINE ON   BOBCAT-SIGNAGE.COM

Branded fl ags
The fl ags are made from the most durable 
material available, 160 g/m² polyester, designed 
to withstand the harshest weather conditions. 
They are available in two styles: a fl ag with a 
tunnel for a pole or a free-hanging fl ag. 

AVAILABLE DIMENSIONS

A: 80 × 200 cm, 

D: custom dimensions

Bantex/mesh banner
Banners are a cost-effective option for 
dealership signage on various surfaces and 
in various positions. Depending on the fi nal 
mounting location the material can be either 
mesh or bantex banner.

AVAILABLE DIMENSIONS

A: 80 × 200 cm, 

dimensions

Level A

Level B



12 BOBCAT DEALER FACILITY BRANDING GUIDE 13BOBCAT DEALER FACILITY BRANDING GUIDE

INTERIOR BRANDING APPLICATIONSEXTERIOR AND INTERIOR BRANDING APPLICATIONS

INTERIOR APPLICATIONSOTHER EXTERIOR 
APPLICATIONS

PVC posters
Posters showing Bobcat products are a great 
way of decorating your walls while promoting 
Bobcat products to visitors and staff. The 
motif is printed directly to the PVC board for 
a frameless installation. 

AVAILABLE DIMENSIONS

A: 59,4 × 42 cm (A2), B: 84,1 × 59,4 cm (A1), 

C: 100 × 100 cm, D: custom 

Aluminium posters
Motifs are applied directly to 1 mm thick 
aluminium plates, thus achieving a luxurious and 
industrial impression. Posters are suitable for 
representative spaces, also wherever elements 
made of fl ammable materials must not be used. 
Supplied with a mounting kit consisting of 
dowels and aluminium screws. There are many 
different designs available.

AVAILABLE DIMENSIONS

A: 75 × 150 cm, B: custom dimensions

Interior department sign
Department signs to indicate parts of your 
dealership, made of debond or PVC for 
installation on various interior surfaces.

AVAILABLE DIMENSIONS

A: 100 × 20 × 0,3 cm, B: Custom dimensions

PVC posters with aluminium 
frames
A version of the previous PVC poster featuring an 
elegant aluminum frame. Easy to install. There 
are many different designs available.

AVAILABLE DIMENSIONS

A: 59,4 × 42 cm (A2), B: 84,1 × 59,4 cm (A1), 

C: 100 × 100 cm, D: custom 

Workshop posters
Workshop posters produced as debond 
panels to assure durability of “posters” in 
the environment of a workshop. Standard 
dimensions of workshop posters is 50 × 150 cm 
(width × height) width 4 basic photo motifs and 
customisable messages. 

AVAILABLE DIMENSIONS

A: 50 × 150 cm, B: custom dimensions

Product roll-up
A roll-up is a simple and mobile way of 
presenting branding, product or service 
information to your customers. Roll-up displays 
can be easily replaced with new motif in the 
same base. Available as either a single-sided or 
double-sided roll-up. There are many different 
designs available.

AVAILABLE  DIMENSIONS

A: 85 × 200 × 15 cm

Posters on canvas
The motif is printed on a high quality fabric 
mounted into a thin aluminium frame. 
Installation of the poster is very easy. The motif 
can be replaced at any time. There are many 
different designs available.

AVAILABLE DIMENSIONS

A: 84,1 × 59,4 cm (A1), B: 90 × 90 cm

C: 100 × 100 cm, D: custom 

Display
Double-sided PVC display suspended on silicone 
threads. The design (logo) is printed directly on 
the PVC panel. Dealer logo option is available 
too.

AVAILABLE DIMENSIONS

A: 98 × 62,5 × 0,5 cm

Reception desk mural
A wall mounted branding to easily bring the 
Bobcat’s brand to your reception area with 
a single branding element.

AVAILABLE DIMENSIONS

A: 80 × 275 × 0,3 cm

Exterior department sign
Department signs to indicate parts of your 
dealership, made of debond for installation on 
various exterior surfaces.

AVAILABLE DIMENSIONS

A: 120 × 30 × 0,3 cm, B: Custom dimensions

Interior directional sign
Interior direction signs to help your customers 
fi nding their way around the interior of your 
dealership. 

AVAILABLE DIMENSIONS

A: 100 × 100 × 0,3 cm, B: Custom dimensions

Direction sign
Wall-mounted panels (debond board) serving as 
direction sign. Final dimensions depend on the 
content of the direction sign.

AVAILABLE DIMENSIONS

A: 100 × 100 × 0,3 cm, B: Custom dimensions

FIND THESE EXTERIOR BRANDING ELEMENTS ONLINE ON   BOBCAT-SIGNAGE.COM

PVC posters
Posters showing Bobcat products are a great 
way of decorating your walls while promoting 
Bobcat products to visitors and staff. The 
motif is printed directly to the PVC board for 
a frameless installation. 

AVAILABLE DIMENSIONS

A: 59,4 × 42 cm (A2), 

C: 100 × 100 cm, 

Aluminium posters
Motifs are applied directly to 1 mm thick 
aluminium plates, thus achieving a luxurious and 
industrial impression. Posters are suitable for 
representative spaces, also wherever elements 
made of fl ammable materials must not be used. 
Supplied with a mounting kit consisting of 
dowels and aluminium screws. There are many 
different designs available.

AVAILABLE DIMENSIONS

A: 75 × 150 cm, 
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INTERIOR BRANDING APPLICATIONSINTERIOR BRANDING APPLICATIONS

INTERIOR APPLICATIONS AND FURNITURE

ITEMS SUITABLE FOR EVENTS

Gondola system
Gondolas are a great way of presenting additional Bobcat items to showroom visitors. Options include 
single- and double-sided designs, solid and perforated back walls and a wide range of heights with 
variety of attachments. LED illumination of the gondola top is also available.

AVAILABLE OPTIONS

Contact bobcat-signage@graphic-house.cz for detailed options & specifi cation.

Leafl et holder – standalone
A rotating display stand that allows you to 
combine A4, A5, and DL leafl et holders.

AVAILABLE DIMENSIONS

A: 27,6 × 182 cm, base diameter 38 cm

Leafl et holder – wall 
mounted
A versatile wall-mounted system that allows you 
to combine holders for A4, A5, and DL fl yers.

AVAILABLE DIMENSIONS

A:  width of a panel 20–120 cm, height 30 × 220 cm

Beach-fl ag bicolor
BiColor is a high quality fabric that provides 
perfect base for double sided printing, full 
opacity of the print and good shape stability 
in the weather (weight of the material is 270 
g/m2). The bicolor provides a possibility of 
different motif for each side of the fl ag.

AVAILABLE DIMENSIONS

A: height: 220 cm (260 cm while on stand), 

Beach-fl ag polyfl ag
Basic PES fabric (120 g/m2) provides 
economical base with show-through print of the 
motif (the graphics is printed on one side while 
being visible (but) mirrored on the other side of 
fl ag). Solution very well suitable for short term 
events like fairs etc. 

AVAILABLE DIMENSIONS

A: height: 220 cm (260 cm while on stand), 

Beach-fl ag EVO
The EVO beachfl ag is digitally printed with the 
Bobcat logo on dual fabric (Mozaik Evo) sewn 
together with a middle layer that ensures perfect 
visibility of the branding on both sides of the 
beachfl ag

AVAILABLE DIMENSIONS

A: height: 220 cm (260 cm while on stand), 

Glass display case
Glass display case ideal for presenting Bobcat 
merchandise to customers, including lighting 
options such as spotlights or LED strips.

AVAILABLE OPTIONS

A: 100 × 215 × 52 cm, B: 50 × 215 × 52 cm

Product information stand
An information stand that can carry product 
information in exterior or interior display areas. 
With information presented as sticker or in 
a pocket for simple leafl ets. Its base can serve 
as a ramp for any machine, which secures the 
stand to the fl oor.

AVAILABLE DIMENSIONS

A: 29 × 130 × 70 mm

Mobile (telescopic) fl agpole 
with fl ag
Mobile fl agpole suitable for trade fairs, 
exhibitions and other presentations. Solid but 
light telescopic mast allows to fl y the Bobcat 
fl ag in heights from 1.8 m to 4.3 m. Metal stand 
with weight of 20 kg provides stable base to the 
fl agpole.

AVAILABLE DIMENSIONS

Height: 180–430 cm

Pop-up counters
Pop-up counter with Bobcat logo ready for 
presenting small products or as a base for 
discussion with clients. Simple construction of 
a pop-up counter with magnetic attachment 
allows for quick transport and assembly. The 
counter is available in two colours and with a 
transport bag.

AVAILABLE DIMENSIONS

A: 80 × 90 × 30 cm

Branded bar stool
An affordable version of a bar stool. Ideal for 
customer waiting areas with limited space 
available or as a seat for fairs, exhibitions or 
other venues.  

AVAILABLE DIMENSIONS

A: 35 × 75 × 35 cm

FIND THESE EXTERIOR BRANDING ELEMENTS ONLINE ON   BOBCAT-SIGNAGE.COM

ITEMS SUITABLE FOR EVENTS

Gondola system
Gondolas are a great way of presenting additional Bobcat items to showroom visitors. Options include 
single- and double-sided designs, solid and perforated back walls and a wide range of heights with 
variety of attachments. LED illumination of the gondola top is also available.

AVAILABLE OPTIONS

Contact bobcat-signage@graphic-house.cz

Mobile (telescopic) fl agpole 
with fl ag
Mobile fl agpole suitable for trade fairs, 
exhibitions and other presentations. Solid but 
light telescopic mast allows to fl y the Bobcat 
fl ag in heights from 1.8 m to 4.3 m. Metal stand 
with weight of 20 kg provides stable base to the 
fl agpole.

AVAILABLE DIMENSIONS

Height: 180–430 cm



16 BOBCAT DEALER FACILITY BRANDING GUIDE 17BOBCAT DEALER FACILITY BRANDING GUIDE

INTERIOR BRANDING APPLICATIONS ONLINE ORDERING PROCESS

LED-UP double-sided wall – 
Smart
LED wall suitable as a backdrop or a space for 
presentation and promotion of Bobcat products 
to customers. Smart LED walls are characterized 
by their robust construction, easy installation, 
and high intensity of LED bulbs. Thanks to 
this, the printed motifs are clear, beautifully 
detailed, and contrasting even in very bright 
environments. The walls are available in three 
widths: 100 x 200 cm, 200 x 200 cm, and 300 
x 200 cm. The delivery also includes a fabric 
transport bag on wheels with an organizer for 
individual LED wall parts, a transformer with 
electrical instructions, and a manual. Even a 
layman can install it in a matter of minutes.

Motifs on fabric walls can also be ordered 
separately according to current needs.

A standard 230 V plug is required for lighting, 
and connection is simple plug & play.

LED-UP double-sided wall – 
FLEXI
LED wall suitable as a backdrop or a space for 
presentation and promotion of Bobcat products 
to customers. Panels are double-sided and can 
be combined into large wall of up to 6 modules.

The system can be shipped in a cardboard box 
or in a transport suitcase on wheels. Individual 
modules in basic widths can be combined into 
one wide wall, including a possibility of creating 
perpendicular walls. Assembly of the LED wall is 
simple and can be done without any tools thanks 
to innovative plug-in system.

Basic module (frame) sizes can be 88 x 248 cm, 
100 x 248 cm and more with depth only 8 cm 
(frame only).

For illumination a standard 230 V plug is 
needed, connection is simple plug&play.

Tents
Portable tent with scissor construction suitable 
for corporate events, fairs, festivals, etc.

Thanks to the aluminum construction, the 
portable tents allow quick assembly or 
disassembly within a few minutes; The tent is 
easy to transport and has good stability thanks 
to the use of hexagonal profi les. Tents are 
delivered with full Bobcat branding and all the 
necessary mounting and transport accessories.

Tents are available in standard 4×4 m size and 
in two colour variants – Bobcat Orange or Black.

The package includes:
Alumunium construction (with branded roof).
3× tent sides with branding.
1× tent side with doorway (branded).
Rain gutter with the colour of the tent.
Transport bag for tent construction+roof
Transport bag for tent sides
Sandbag weights (20 kg, branded)
Anchoring set

Pop-up backwall
Pop-up backwall with Bobcat branding suitable 
as a unifi ed backdrop for various purposes.

Pop-up backwall is easy to transport and 
assemble construction with magnetically 
attachable printed fabric, perfectly suitable as a 
backdrop for events of various types, including 
as as a photo wall. Pop-up wall is available 
in several sizes, shapes as well as colour 
combinations. The wall is shipped in a shipping 
box.

AVAILABLE DIMENSIONS

A: 185 × 230 cm, B: 270 × 230 cm, C: 270 × 320 cm

ITEMS SUITABLE FOR EVENTS

FIND THESE EXTERIOR BRANDING ELEMENTS ONLINE ON   BOBCAT-SIGNAGE.COM
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STEP-BY-STEP BRANDING PROCESS

STEP-BY-STEP 
BRANDING PROCESS
There are generally two ways to proceed with branding of your facility. You can use services 

of Bobcat‘s offi cial partner – professional studio Graphic House – or do it on your own.

OFFICIAL 
BRANDING 
PARTNER

BRANDING REQUEST
To address your branding needs, please 

visit bobcat-signage.com for an overview 

of signage elements. For more extensive 

facility branding projects, kindly contact 

your district manager.

INSPECTION OF THE FACILITY

The Bobcat Marketing department will 

put you in touch with its offi cial branding 

partner. The offi cial branding partner can 

either visit your facility in person in case 

of more extensive projects or arrange 

virtual inspection. 

PROJECT VISUALIZATION

The offi cial branding partner will present 

design proposals tailored to your 

requirements and, based on your feedback, 

the proposals can be refi ned and adjusted.

MEASUREMENTS 
& COST ESTIMATION

Once the design is approved and fi nalized, 

it is essential to take precise measurements 

at the designated branding locations. This 

step ensures not only the precise cost 

estimation but also facilitates the creation 

of accurate print data.

PRODUCTION & INSTALLATION

With all the specifi cations and prices 

aligned, production can start – production 

and installation can be done either by 

Bobcat’s offi cial branding partner or by your 

choice of local supplier. 

If you have a designated budget in the Boost program, be sure to double-check the Boost guidelines.

SELF-
BRANDING BRANDING PRODUCTION 

AND INSTALLATION

Decide whether to use a local supplier 

or Bobcat’s offi cial branding partner 

for branding elements and ensure high-

quality production and installation. 

SELF-INSPECTION
OF THE FACILITY
Take a look at your facility, putting 

yourself in the position of a new customer, 

a customer coming in for service, a potential 

customer passing by, etc.

SELECTION 
OF BRANDING ITEMS

Create a quotation request at 

bobcat-signage.com by adding the 

items based on your needs or review the 

facility branding guidelines to have a better 

understanding of branding based on your 

dealership type.
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BOBCAT BRANDING 
AT YOUR FINGERTIPS
Looking for some specifi c branding 

item? The branding elements listed 

in this guide as well as other signage 

from the Bobcat’s Dealer Facility 

Branding Guide can be ordered at 

    BOBCAT-SIGNAGE.COM

BOBCAT BRANDING 
AT YOUR FINGERTIPS
Looking for some specifi c branding 

item? The branding elements listed 

in this guide as well as other signage 

from the Bobcat’s Dealer Facility 

Branding Guide can be ordered at 

TIP

PROJECT 

The offi cial branding partner will present 

design proposals tailored to your 

requirements and, based on your feedback, 

the proposals can be refi ned and adjusted.

If you have a designated budget in the Boost program, be sure to double-check the Boost guidelines.

BRANDING 
AND INSTALLATION

Decide whether to use a local supplier 

or Bobcat’s offi cial branding partner 

for branding elements and ensure high-

quality production and installation. 
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Browse through    BOBCAT-SIGNAGE.COM    
and fi nd your desired items.

Add items to your cart and submit it as 
a quotation request based on your needs.

The Offi cial branding partner will get in touch with you within 3–4 working 
days to refi ne all details of your order and start the branding process as 

described step-by-step on page 4.

ONLINE ORDERING PROCESS


